Enquiry Form for CR Slitting Line be

Type of material 
:
Cold Rolled Low Carbon CRCA Steel / Full Hard / Cold rolled high carbon  

CRCA Steel, 
Material Width

:
Minimum: -50 mm   Maximum:  600 mm
Material Thickness: 
: 
Minimum: 0.8 mm Maximum: 8.0mm (High Carbon)
Coil Weight

:
Maximum: 12 Mt
Incoming Coil I.D.
:
Maximum: 610 mm to Min-508mm
Incoming Coil O.D.
:
Maximum: 2000mm
Finished Coil I.D.
:
Maximum: 508 mm,
Finished Coil O.D.
:
Maximum: 2000mm
UTS


:
Minimum: 270 Mpa Maximum: 1000Mpa
Yield Strength

:
Minimum: 170 Mpa  Maximum: 800Mpaon Requirements and Wo hours 

Slit width

:
Minimum: 50mm
No. of Cuts

:
Maximum: 10  (No. of cuts= No. of slit mults+1)

Surface criticality level
:
Extremely High (Auto Grade CR Steel/Coated Steel/Al/Brass&Cu)
Very High (For white goods CR Steel/Coated Steel/Al/Brass&Cu)
Reasonable (For non-Surface critical applications)
Surface criticality 
:
Both sides of the sheet

Estimated Product Mix:
	Grade
	O/P THICK (CR)
	FG TYPE
	Qty / Annum (Mt)

	16MNCR5
	3.5MM TO 7.5 MM
	CRCA
	10000

	C45 /C62
	4.0MM TO 7.5 MM
	CRCA
	10000

	FE410/SAPH440/FE490
	3.9MM TO 6.0MM
	HRSPO
	5000

	D/513D/DD
	1.2M TO 3.0MM
	CRCA
	15000

	 
	0.8MM TO 2.0MM
	CRCA
	

	SAE1010
	3.0MM TO 5.5MM
	CRCA
	10000

	Total
	 
	 
	50000

	
	
	


 Electrical Automation Low / Moderate / High / Very High Level –   High
Electrical Voltage____440_______ Volts / Frequency ____50__________ Hz 

Special Units Required:
Korflex Unit

   Yes

Injecta System

Yes


Spare Slitter Head
Yes


Turnstile

Yes






Deburring unit is required Yes
Oil spray unit is required Yes
Production Capacity per Annum : 60000 Mt / Annum
Line Speed:
To be decided by supplier

