Enquiry Form for HR Slitting Line be

Type of material 
:
Hot Rolled low carbon steel / Hot rolled high carbon steel 
Material Width

:
Minimum: -600mm   Maximum:  1600mm
Material Thickness for HR Coil
:
Minimum: 1.8mm Maximum: 8.0mm (High Carbon)
Coil Weight

:
Maximum: 30Mt
Incoming Coil I.D.
:
Maximum: 750mm to Min-508mm
Incoming Coil O.D.
:
Maximum: 2000mm
Finished Coil I.D.
:
Maximum: 508 mm,
Finished Coil O.D.
:
Maximum: 2000mm
UTS


:
Minimum: 270 Mpa, Maximum: 1000 Mpa
Yield Strength

:
Minimum: 170 Mpa  Maximum: 800 Mpaon Requirements and hours 

Slit width

:
Minimum: 100mm
No. of Cuts

:
Maximum: 10  (No. of cuts= No. of slit +1)

Surface criticality level
:
Extremely High (Auto Grade CR Steel/Coated Steel/Al/Brass&Cu)
Very High (For white goods CR Steel/Coated Steel/Al/Brass&Cu)

Reasonable (For non-Surface critical applications)
Surface criticality 
:
Both sides of the sheet is important

Estimated Product Mix:

	HR COIL PRODUCT MIX AT HRS
	

	Grade
	I/P THICK (HR COIL)
	Mt/Annum

	16MNCR5
	6MM TO 8.0MM
	10000

	C45 /C62
	5MM TO 8.0MM
	10000

	C30 / C40
	2MM TO 4MM
	5000

	FE410/SAPH440/FE490
	4MM TO 6MM
	5000

	D/513D/DD
	4.5MM
	15000

	
	2MM TO 3MM
	0

	SAE1010
	6MM
	15000

	 
	 
	60000


Electrical Supplier Preference- Supplier scope
Hydraulics Supplier Preference- Supplier scope
Electrical Automation Low / Moderate / High / Very High Level – Moderate / High
Electrical Voltage____440_______ Volts / Frequency ____50__________ Hz 

Special Units Required:
Korflex Unit

   Yes

Injecta System

Yes


Spare Slitter Head
Yes


Turnstile

Yes


Shimless Toolings
Yes
Line Speed:
To be decided by supplier
